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Membrane System Questionnaire

Costumer: 




Phone:

Contact: 




Fax:

Address: 




E-mail:

Date sample:

Date analysis:

QUESTIONS ABOUT YOUR PARTICULAR INSTALLATION



Membrane
information
System
information

Membrane

Manufacturer

System

Array


Membrane 

Type

Membranes 

Per vessel


Size of 

Membrane

Total

Trains


Age of 

Membrane(s)

Cleaning

frequency



Projected
Actual

Projected
Actual

Feed (GPM)


Feed (PSI)



Product (GPM)


Interstage

(PSI)



Concentrate

(GPM)


Prod.back

Pressure (PSI)



Concentrate

Recirc

(GPM)


Concentrate

(PSI)



% recovery


% rejection



PRETREATMENT:


Type
Dosage

Size
Flow

Coagulant


Multimedia

filter



Antiscalant


Carbon bed



Sodium

bisulfite


Jelcleer 



Biocide


Water softener



Acid 


Cartridge

filter



Other


Other 



WATER SOURCE:

· waste
· well

· municipal
· surface

· other:


                                                                                                 OTHER WATER

CONDUCTIVITY’S                      pH                                                      CHARACTERISTICS  

Feed:

Raw water:

Tempof: 




Interstage:

Feedwater: 

Turbidity 

(NTU):


Product:

Adjusted: 

SDI:




Concentrate: 






FEEDWATER ANALYSIS DATA – data is listed as an  … ion  or  … CaCO3

CATIONS                                                                     ANIONS

Ca

Mg

HCO3

CO3


Na

K

CO2

SO4


Ba

Sr

Cl

F


Fe

Al

NO3

PO4






SiO2




For a detailed recommendation please fax or send an E-mail to interindus@skynet.be

